
Seattle Labor Temple                                                                                                                                                                                                                              
Existing Window Survey

architecture  design  preservation

July 10, 2020





3

Labor Temple Renovation  -  Existing Window Survey

Table of Contents

Existing Window Elevations - South Building		                 4

	          Existing Window Inventory & Elevation Photographs

          West Elevation			                           8

           South Elevation				        15

            East Elevation			                            21

            North Elevation			                            25

           Courtyard South Elevation 			                            29

            Courtyard West  Elevation			                            34

            Courtyard North Elevation			                            38

Existing Window Elevations - North Building		               44

	          Existing Window Inventory & Elevation Photographs

          West Elevation			                           46

           South Elevation				        12

            East Elevation			                            51

            North Elevation			                            54



4

Labor Temple Renovation  -  Existing Window Survey

BASEMENT - EXISTING

NOT TO SCALE

SOUTH BUILDING

001 002 003     004     005     

155     

E     

154     

153     

152     

151     

D     

156     

138     137     136     

G     

106     

107     

108     

109     

110     

111     

F     



5

Labor Temple Renovation  -  Existing Window Survey

SOUTH BUILDING 
1ST FLOOR PLAN - EXISTING

NOT TO SCALE

SOUTH BUILDING

006 007 008  009     010     

163     

161     

160     

159     

158     

156     
141     140     139     

113     

114     

115     

116     

117     

119     

011 012 013     014     015     

B     

043     

042     

041     

040     

039        

048     

047     

046     

045     

044     

157     

162     

142     

118     

112     

071      072     073     074     C     075



6

Labor Temple Renovation  -  Existing Window Survey

SOUTH BUILDING 
2ND FLOOR PLAN - EXISTING

NOT TO SCALE

SOUTH BUILDINGSOUTH BUILDING

016 017 018  019     

171     

169     

168     

167     

166     

164     
145     144     143     

121     

122     

123     

124     

125   

127     

022 023 024     025     026     

054

053     

052     

051     

050     

049        

059     

058     

057     

056     

055     

165     

170     

146     

126     

120

076077     078     079     080     081

093     

094     

088     

089     

090     

091     

092

020     021 



7

Labor Temple Renovation  -  Existing Window Survey

SOUTH BUILDING 
3RD FLOOR PLAN - EXISTING

NOT TO SCALE

SOUTH BUILDING

027 028 029  030     031     

179     

177     

176     

175     

174     

172     
149     148     147     

129     

130     

131     

132     

133     

135     

034 035 036     037     038

065     

064     

063     

062     

061     

060        

070     

069     

068     

067 

066     

173     

178     

150     

134     

128     

082      083     084     085     086     087

100     

101     

102     

103     

104     

105        

095     

096     

097     

098     

099     

032     033



8

Labor Temple Renovation  -  Existing Window Survey

SOUTH BUILDING 
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NOT TO SCALE

SOUTH BUILDING

007 008 009  010     011     014 015

001     002     003

012     013006

004  

017 018 019  020     021     024 025022     023016 026

028 029 030  031 036 037034     035027 038032     033

005  A  

EXISTING WINDOW KEY

Non-original windows/doors 1980s

Original windows/doors 1942

Original windows/doors 1946 

Original windows/doors 1955 



9

Labor Temple Renovation  -  Existing Window Survey

W H FRAME SASH PUTTY GLAZING
1 Basement 44 30 MTL S P, R P P S 2S/2L
2 Basement 44 30 MTL S P, R P P S 2S/2L
3 Basement 44 30 MTL S P, R P P S 2S/2L
4 Basement 44 30 MTL S P, R P P S 2S/2L
5 Basement N/A N/A N/A N/A N/A N/A N/A N/A
6 First Floor 52 79 WD FA S S P S 2S/2L
7 First Floor 52 79 WD FA S S P S 2S/2L
8 First Floor 52 79 WD FA S S P S 2S/2L
9 First Floor 52 79 WD FA S S P S 2S/2L

10 First Floor 52 79 WD FA S S P S 2S/2L
11 First Floor 52 79 WD FA S S P S 2S/2L
12 First Floor 52 79 WD FA S S P S 2S/2L
13 First Floor 52 79 WD FA S S P S 2S/2L
14 First Floor 52 79 WD FA S S P S 2S/2L
15 First Floor 52 79 WD FA S S P S 2S/2L
16 Second Floor 52 61 WD DH S S P S 2S/2L
17 Second Floor 52 61 WD DH S S P S 2S/2L
18 Second Floor 52 61 WD DH S S P S 2S/2L
19 Second Floor 52 61 WD DH S S P S 2S/2L
20 Second Floor 52 61 WD DH S S P S 2S/2L
21 Second Floor 120 61 WD DH S S P M, S 7S/21L
22 Second Floor 52 61 WD DH S S P S 2S/2L
23 Second Floor 52 61 WD DH S S P S 2S/2L
24 Second Floor 52 61 WD DH S S P S 2S/2L
25 Second Floor 52 61 WD DH S S P S 2S/2L
26 Second Floor 52 61 WD DH S S P M, S 2S/2L
27 Third Floor 49 66 WD DH S S P S 2S/2L
28 Third Floor 49 66 WD DH S S P S 2S/2L
29 Third Floor 49 66 WD DH S S P S 2S/2L
30 Third Floor 49 66 WD DH S S P S 2S/2L
31 Third Floor 49 66 WD DH S S P S 2S/2L
32 Third Floor 49 66 WD DH S S P S 2S/2L
33 Third Floor 49 66 WD DH S S P S 2S/2L
34 Third Floor 49 66 WD DH S S P M, S 2S/2L
35 Third Floor 49 66 WD DH S S P S 2S/2L
36 Third Floor 49 66 WD DH S S P M, S 2S/2L
37 Third Floor 49 66 WD DH S S P S 2S/2L
38 Third Floor 49 66 WD DH S S P S 2S/2L

CONFIGURATION

Window security bars (outside)
Window security bars (outside)
Window security bars (outside)

Missing window, Infill panel with A/C

CONDITION

Lower right hopper missing

Infill panel with A/C

Infill panel with A/C

SOUTH BUILDING_EXISTING WINDOW INVENTORY - WEST ELEVATION

Broken frame on upper right noted

R.O. FINISH DIM. 
ID LOCATION T.O. SILL

Infill panel with A/C

TYPE REMARKS

Window security bars (outside)

Missing upper glazing, 

Infill panel with A/C

TYPE:

FA 	 Fixed with Awning
DH 	 Double Hung
SH        Single Hung
SL	 Sliding
F	 Fixed
L	 Louvered
P	 Pivot
FP	 Fixed with Pivot
FH	 Fixed with Hopper
FHA	 Fixed with Hopper and Awning
D	 Door

WD	 Wood
MTL	 Meta

WINDOW CONDITIONS:

R	 Rust
PP	 Paint peeling
BB	 Ballast broken
WG	 Wire glass
O	 Opaque
M	 Missing
OP	 Out of plane
G	 Good Condition
S	 Satisfactory Condition
P	 Poor Confition

#S	 Sashes
#L	 Lites

Note: Windows at west and south elevations 
are double pane with integral blinds.Non- orig-
inal windows are wood, exposed to the inside 
and covered with aluminum to the exterior typ.
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TYP. 1ST FLOOR INT. WINDOW DET.

TYP. 1ST FLOOR INT. WINDOW CONDITIONS

TYP. 1ST FLOOR INT. DETAILTYP. 1ST FLOOR EXT. WINDOW DET.

DOOR A
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SOUTH ELEVATION - EXISTING
NOT TO SCALENOT TO SCALE

SOUTH BUILDING
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EXISTING WINDOW KEY

Non-original windows/doors 1980s

Original windows/doors 1942

Original windows/doors 1946 

Original windows/doors 1955 
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W H FRAME SASH PUTTY GLAZING
39 First Floor 52 79 WD FA S S P S 2S/2L
40 First Floor 52 79 WD FA S S P S 2S/2L
41 First Floor 52 79 WD FA S S P S 2S/2L
42 First Floor 52 79 WD FA S S P S 2S/2L
43 First Floor 52 79 WD FA S S P S, O, WG 2S/2L
44 First Floor 52 79 WD FA S S P S 2S/2L
45 First Floor 52 79 WD FA S S P S 2S/2L
46 First Floor 52 79 WD FA S S P S 2S/2L
47 First Floor 52 79 WD FA S S P S 2S/2L
48 First Floor 52 79 WD FA S S P S 2S/2L
49 Second Floor 52 61 WD DH S S P S 2S/2L
50 Second Floor 52 61 WD DH S S P S 2S/2L
51 Second Floor 52 61 WD DH S S P S, M 2S/2L
52 Second Floor 52 61 WD DH S S P S 2S/2L
53 Second Floor 52 61 WD DH S S P S 2S/2L
54 Second Floor 72 61 WD FA S S P S 3S/3L
55 Second Floor 52 61 WD DH S S P S 2S/2L
56 Second Floor 52 61 WD DH S S P S 2S/2L
57 Second Floor 52 61 WD DH S S P S 2S/2L
58 Second Floor 52 61 WD DH S S P S 2S/2L
59 Second Floor 52 61 WD DH S S P S 2S/2L
60 Third Floor 49 66 WD DH S S P S 2S/2L
61 Third Floor 49 66 WD DH S S P S 2S/2L
62 Third Floor 49 66 WD DH S S P S 2S/2L
63 Third Floor 49 66 WD DH S S P S 2S/2L
64 Third Floor 49 66 WD DH S S P S 2S/2L
65 Third Floor 49 66 WD DH S S P S 2S/2L
66 Third Floor 49 66 WD DH S S P S 2S/2L
67 Third Floor 49 66 WD DH S S P S 2S/2L
68 Third Floor 49 66 WD DH S S P S 2S/2L
69 Third Floor 49 66 WD DH S S P S 2S/2L
70 Third Floor 49 66 WD DH S S P S 2S/2L

CONFIGURATION

SOUTH BUILDING_EXISTING WINDOW INVENTORY - SOUTH ELEVATION

ID LOCATION
FINISH DIM. (inches)

T.O. SILL TYPE
CONDITION

REMARKS

TYPE:

FA 	 Fixed with Awning
DH 	 Double Hung
SH        Single Hung
SL	 Sliding
F	 Fixed
L	 Louvered
P	 Pivot
FP	 Fixed with Pivot
FH	 Fixed with Hopper
FHA	 Fixed with Hopper and Awning
D	 Door

WD	 Wood
MTL	 Meta

WINDOW CONDITIONS:

R	 Rust
PP	 Paint peeling
BB	 Ballast broken
WG	 Wire glass
O	 Opaque
M	 Missing
OP	 Out of plane
G	 Good Condition
S	 Satisfactory Condition
P	 Poor Confition

#S	 Sashes
#L	 Lites

Note: Windows at west and south elevations 
are double pane with integral blinds.Non- orig-
inal windows are wood, exposed to the inside 
and covered with aluminum to the exterior typ.
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DOOR B
068 069 070
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EAST  ELEVATION - EXISTING
NOT TO SCALE

SOUTH BUILDING
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EXISTING WINDOW KEY

Non-original windows/doors 1980s

Original windows/doors 1942

Original windows/doors 1946 

Original windows/doors 1955 
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W H FRAME SASH PUTTY GLAZING
71 First Floor 52 60 MTL FH P P, R P S 2S/9L
72 First Floor 52 60 MTL FH P P, R P S 2S/9L
73 First Floor 52 60 MTL FH P P, R P S 2S/9L
74 First Floor 52 60 MTL FH P P, R P S, T, WG 2S/9L
75 First Floor 52 60 MTL FH P P, R P S, T, WG 2S/9L
76 Second Floor 52 60 MTL FHA P P, R P S 3S/9L
77 Second Floor 52 60 MTL FHA P P, R P S 3S/9L
78 Second Floor 52 60 MTL FHA P P, R P S 3S/9L
79 Second Floor 52 60 MTL FHA P P, R P S 3S/9L
80 Second Floor 52 60 MTL FHA P P, R P S 3S/9L
81 Second Floor 52 60 MTL FHA P P, R P S, T, WG 3S/9L
82 Third Floor 52 66 MTL FHA P P, R P S 3S/4L
83 Third Floor 52 66 MTL FHA P P, R P S 3S/4L
84 Third Floor 52 66 MTL FHA P P, R P S 3S/4L
85 Third Floor 52 66 MTL FHA P P, R P S 3S/4L
86 Third Floor 52 66 MTL FHA P P, R P S 3S/4L
87 Third Floor 52 66 MTL F P P, R P S, T, WG 1S/3L

`

REMARKS CONFIGURATION

SOUTH BUILDING_EXISTING WINDOW INVENTORY - EAST ELEVATION

ID LOCATION
FINISH DIM. (inches)

T.O. SILL TYPE
CONDITION

TYPE:

FA 	 Fixed with Awning
DH 	 Double Hung
SH        Single Hung
SL	 Sliding
F	 Fixed
L	 Louvered
P	 Pivot
FP	 Fixed with Pivot
FH	 Fixed with Hopper
FHA	 Fixed with Hopper and Awning
D	 Door

WD	 Wood
MTL	 Meta

WINDOW CONDITIONS:

R	 Rust
PP	 Paint peeling
BB	 Ballast broken
WG	 Wire glass
O	 Opaque
M	 Missing
OP	 Out of plane
G	 Good Condition
S	 Satisfactory Condition
P	 Poor Confition

#S	 Sashes
#L	 Lites
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NORTH ELEVATION - EXISTING
NOT TO SCALE

SOUTH BUILDING
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EXISTING WINDOW KEY

Non-original windows/doors 1980s

Original windows/doors 1942

Original windows/doors 1946 

Original windows/doors 1955 
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W H FRAME SASH PUTTY GLAZING
88 Second Floor 52 60 MTL FHA P P, R P S 3S/6L
89 Second Floor 52 60 MTL FHA P P, R P S 3S/6L
90 Second Floor 52 60 MTL FHA P P, R P S 3S/6L
91 Second Floor 52 60 MTL FHA P P, R P S 3S/6L
92 Second Floor 52 60 MTL FHA P P, R P S 3S/6L
93 Second Floor 52 60 MTL FHA P P, R P S 3S/6L
94 Second Floor 52 60 MTL FP P P, R P S, WG 4S/4L
95 Third Floor 52 66 MTL FHA P P, PP, R P S 4S/4L
96 Third Floor 52 66 MTL FHA P P, PP, R P S 4S/4L
97 Third Floor 52 66 MTL FHA P P, PP, R P S 4S/4L
98 Third Floor 52 66 MTL FHA P P, PP, R P S 4S/4L
99 Third Floor 52 66 MTL FHA P P, PP, R P S 4S/4L

100 Third Floor 52 66 MTL FHA P P, PP, R P S 4S/4L
101 Third Floor 52 66 MTL FP P P, PP, R P S 4S/4L
102 Third Floor 52 66 MTL FA P P, PP, R P S 3S/3L
103 Third Floor 52 66 MTL FA P P, PP, R P S 3S/3L
104 Third Floor 52 66 MTL FA P P, PP, R P S 3S/3L
105 Third Floor 52 66 MTL FA P P, PP, R P S 3S/3L

CONFIGURATION

SOUTH BUILDING_EXISTING WINDOW INVENTORY - NORTH ELEVATION

ID LOCATION
FINISH DIM. (inches)

T.O. SILL TYPE
CONDITION

REMARKS

Infill panel with A/C

Infill panel with A/C

Infill panel with A/C
Infill panel with A/C

TYPE:

FA 	 Fixed with Awning
DH 	 Double Hung
SH        Single Hung
SL	 Sliding
F	 Fixed
L	 Louvered
P	 Pivot
FP	 Fixed with Pivot
FH	 Fixed with Hopper
FHA	 Fixed with Hopper and Awning
D	 Door

WD	 Wood
MTL	 Meta

WINDOW CONDITIONS:

R	 Rust
PP	 Paint peeling
BB	 Ballast broken
WG	 Wire glass
O	 Opaque
M	 Missing
OP	 Out of plane
G	 Good Condition
S	 Satisfactory Condition
P	 Poor Confition

#S	 Sashes
#L	 Lites
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COURTYARD ELEVATION LOOKING SOUTH - EXISTING
NOT TO SCALE
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W H FRAME SASH PUTTY GLAZING
106 Basement 52 78 MTL FHA P P, R P S, WG 4S/12L
107 Basement 52 78 MTL FHA P P, R P S, WG 4S/12L
108 Basement 52 78 MTL FHA P P, R P S, T, WG 4S/12L
109 Basement 52 78 MTL FHA P P, R P S, WG 4S/12L
110 Basement 52 78 MTL FHA P P, R P S, T, WG 3S/9L
111 Basement 52 78 MTL FA P P, R P S, T, WG 3S/9L
112 First Floor 52 41 MTL FHA P P, R P S 2S/6L
113 First Floor 52 60 MTL FHA P P, R P S, T 3S/9L
114 First Floor 52 79 MTL FHA P P, R P S 4S/4L
115 First Floor 52 79 MTL FHA P P, R P S 4S/4L
116 First Floor 52 79 MTL FHA P P, R P S 4S/4L
117 First Floor 52 79 MTL FHA P P, R P S 4S/4L
118 First Floor 52 79 MTL FHA P P, R P S 4S/4L
119 First Floor 52 79 MTL FHA P P, R P S 4S/4L
120 Second Floor 52 61 MTL FHA P P, R P S 3S/9L
121 Second Floor 52 41 MTL FA P P, R P S 2S/6L
122 Second Floor 52 61 MTL FHA P P, R P S 3S/9L
123 Second Floor 52 61 MTL FHA P P, R P S 3S/9L
124 Second Floor 52 61 MTL FHA P P, R P S 3S/9L
125 Second Floor 52 61 MTL FHA P P, R P S 3S/9L
126 Second Floor 52 61 MTL FHA P P, R P S 3S/9L
127 Second Floor 52 61 MTL FHA P P, R P S 3S/9L
128 Third Floor 52 72 MTL FHA P P, R P S 3S/4L
129 Third Floor 52 54 MTL FA P P, R P S 3S/3L
130 Third Floor 52 72 MTL FHA P P, R P S 3S/4L
131 Third Floor 52 72 MTL FHA P P, R P S 3S/4L
132 Third Floor 52 72 MTL FHA P P, R P S 3S/4L
133 Third Floor 52 72 MTL FHA P P, R P S 3S/4L
134 Third Floor 52 72 MTL FHA P P, R P S 3S/4L
135 Third Floor 52 72 WD FA P P, R P S 2S/2L

Infill panel with A/C

REMARKS

Bars inside and louvers
Bars inside

Infill panel with A/C

CONFIGURATION

SOUTH BUILDING_EXISTING WINDOW INVENTORY - COURTYARD SOUTH ELEVATION

ID LOCATION
FINISH DIM. (inches)

T.O. SILL TYPE
CONDITION

TYPE:

FA 	 Fixed with Awning
DH 	 Double Hung
SH        Single Hung
SL	 Sliding
F	 Fixed
L	 Louvered
P	 Pivot
FP	 Fixed with Pivot
FH	 Fixed with Hopper
FHA	 Fixed with Hopper and Awning
D	 Door

WD	 Wood
MTL	 Meta

WINDOW CONDITIONS:

R	 Rust
PP	 Paint peeling
BB	 Ballast broken
WG	 Wire glass
O	 Opaque
M	 Missing
OP	 Out of plane
G	 Good Condition
S	 Satisfactory Condition
P	 Poor Confition

#S	 Sashes
#L	 Lites
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COURTYARD ELEVATION  LOOKING WEST - EXISTING
NOT TO SCALE

SOUTH BUILDING

136 137 138

139 140 141 142

143 144 145 146

147 148 149 150

F

EXISTING WINDOW KEY

Non-original windows/doors 1980s

Original windows/doors 1942

Original windows/doors 1946 

Original windows/doors 1955 
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W H FRAME SASH PUTTY GLAZING
136 Basement 52 78 N/A N/A N/A N/A
137 Basement 52 78 N/A N/A N/A N/A
138 Basement 52 78 N/A N/A N/A N/A
139 First Floor 52 79 MTL FHA P P, R, PP N/A S, T, WG 4S/12L
140 First Floor 52 79 MTL FHA P P, R, PP N/A S 4S/12L
141 First Floor 52 79 MTL FHA P P, R, PP N/A S 4S/12L
142 First Floor 52 79 MTL FHA P P, R, PP N/A S 4S/12L
143 Second Floor 52 61 MTL FHA P P, R, PP N/A S 3S/3L
144 Second Floor 52 61 MTL FHA P P, R, PP N/A S 3S/3L
145 Second Floor 52 61 MTL FHA P P, R, PP N/A S 3S/3L
146 Second Floor 52 61 MTL FHA P P, R, PP N/A S 3S/3L
147 Third Floor 52 72 MTL FHA P P, R, PP N/A S 3S/4L
148 Third Floor 52 72 MTL FHA P P, R, PP N/A S 3S/4L
149 Third Floor 52 72 MTL FHA P P, R, PP N/A S 3S/4L
150 Third Floor 52 72 MTL FHA P P, R, PP N/A S 3S/4L

REMARKS

windows not available
windows not available
windows not available

CONFIGURATION

SOUTH BUILDING_EXISTING WINDOW INVENTORY - COURTYARD WEST ELEVATION

ID LOCATION
FINISH DIM. (inches)

T.O. SILL TYPE
CONDITION

TYPE:

FA 	 Fixed with Awning
DH 	 Double Hung
SH        Single Hung
SL	 Sliding
F	 Fixed
L	 Louvered
P	 Pivot
FP	 Fixed with Pivot
FH	 Fixed with Hopper
FHA	 Fixed with Hopper and Awning
D	 Door

WD	 Wood
MTL	 Meta

WINDOW CONDITIONS:

R	 Rust
PP	 Paint peeling
BB	 Ballast broken
WG	 Wire glass
O	 Opaque
M	 Missing
OP	 Out of plane
G	 Good Condition
S	 Satisfactory Condition
P	 Poor Confition

#S	 Sashes
#L	 Lites
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150147 148 149 
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NOT TO SCALE

COURTYARD ELEVATION LOOKING NORTH - EXISTING

NOT TO SCALE

SOUTH BUILDING

173 174172 176 177175 179
178

165 166

164

168 169167 171
170

157 158
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160 161159 163
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151 153 154152
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ED

EXISTING WINDOW KEY

Non-original windows/doors 1980s

Original windows/doors 1942

Original windows/doors 1946 

Original windows/doors 1955 
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W H FRAME SASH PUTTY GLAZING
151 Basement 52 78 MTL FHA P P, R, PP P S, T, WG 4S/12L
152 Basement 52 78 MTL FHA P P, R, PP P S 4S/12L
153 Basement 52 78 MTL FHA P P, R, PP P S 4S/12L
154 Basement 52 78 MTL FHA P P, R, PP P S 4S/12L
155 Basement 52 58 MTL F P P, R, PP P S, T, WG 1S/9L
156 Landing 34 87 MTL FH P P, R, PP P S, T, WG 3S/10L
157 First Floor 52 79 MTL FHA P P, R, PP P S 4S/12L
158 First Floor 52 79 MTL FHA P P, R, PP P S 4S/12L
159 First Floor 52 79 MTL FHA P P, R, PP P S 4S/12L
160 First Floor 52 79 MTL FHA P P, R, PP P S 4S/12L
161 First Floor 52 79 MTL FHA P P, R, PP P S 4S/12L
162 First Floor 52 60 MTL FH P P, R, PP P S, T, WG 3S/9L
163 First Floor 52 79 MTL F P P, R, PP P S, WG 1S/12L
164 Landing 34 87 MTL FH P P, R, PP P S, T, WG 3S/10L
165 Second Floor 52 61 MTL FHA P P, R, PP P S 3S/9L
166 Second Floor 52 61 MTL FHA P P, R, PP P S 3S/9L
167 Second Floor 52 61 MTL FHA P P, R, PP P S 3S/9L
168 Second Floor 52 61 MTL FHA P P, R, PP P S 3S/9L
169 Second Floor 52 61 MTL FHA P P, R, PP P S 3S/9L
170 Second Floor 52 41 MTL FA P P, R, PP P S 2S/6L
171 Second Floor 52 61 MTL FHA P P, R, PP P S 3S/9L
172 Third Floor 34 72 MTL F P P, R, PP P S 3S/10L
173 Third Floor 52 72 MTL FHA P P, R, PP P S 3S/4L
174 Third Floor 52 72 MTL FHA P P, R, PP P S 3S/4L
175 Third Floor 52 72 MTL FHA P P, R, PP P S 3S/4L
176 Third Floor 52 72 MTL FHA P P, R, PP P S 3S/4L
177 Third Floor 52 72 MTL FHA P P, R, PP P S 3S/4L
178 Third Floor 52 54 MTL FH P P, R, PP P S 3S/3L
179 Third Floor 52 72 MTL FHA P P, R, PP P S 3S/4L

Exhaust on glass

REMARKS CONFIGURATION

SOUTH BUILDING_EXISTING WINDOW INVENTORY - COURTYARD NORTH ELEVATION

ID LOCATION
FINISH DIM. (inches)

T.O. SILL TYPE
CONDITION

TYPE:

FA 	 Fixed with Awning
DH 	 Double Hung
SH        Single Hung
SL	 Sliding
F	 Fixed
L	 Louvered
P	 Pivot
FP	 Fixed with Pivot
FH	 Fixed with Hopper
FHA	 Fixed with Hopper and Awning
D	 Door

WD	 Wood
MTL	 Meta

WINDOW CONDITIONS:

R	 Rust
PP	 Paint peeling
BB	 Ballast broken
WG	 Wire glass
O	 Opaque
M	 Missing
OP	 Out of plane
G	 Good Condition
S	 Satisfactory Condition
P	 Poor Confition

#S	 Sashes
#L	 Lites
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151 152

156
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157

154

158

155

159 160    
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168 166 167

161 165162

169 

163 164 

170 



42

Labor Temple Renovation  -  Existing Window Survey
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BASEMENT - EXISTING
NOT TO SCALE

NORTH BUILDING

209 208 207     206     205     204 203 202     201     200     H     K     J     I     

210

211

211

L   M     
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1ST FLOOR PLAN - EXISTING

NOT TO SCALE

NORTH BUILDING

225 224 223     222     221     217 216 215     214     213     

226

227

228

220 219 218     

229 230 231     232     243 244     245     246     233 234 235     236     237 238 239     240     241     242     
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WEST ELEVATION - EXISTING
NOT TO SCALE

NORTH BUILDING

225

209

224

208

223

207

222

206

221

205

217

204

216

203

215

202

214

201

213

200

220 219 218

K J I H

EXISTING WINDOW KEY

Non-original windows/doors 1980s

Original windows/doors 1942

Original windows/doors 1946 

Original windows/doors 1955 
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W H FRAME SASH PUTTY GLAZING
200 First Floor MTL FH S S P S 2S/2L
201 First Floor MTL FH S S P S 2S/2L
202 First Floor MTL FH S S P S 2S/2L
203 First Floor MTL FH S S P S 2S/2L
204 First Floor MTL FH S S P S 2S/2L
205 First Floor MTL FH S S P S 2S/2L
206 First Floor MTL FH S S P S 2S/2L
207 First Floor MTL FH S S P S 2S/2L
208 First Floor MTL FH S S P S 2S/2L
209 First Floor MTL FH S S P S 2S/2L
213 Second Floor MTL DH S S P S 2S/2L
214 Second Floor MTL DH S S P S 2S/2L
215 Second Floor MTL DH S S P S 2S/2L
216 Second Floor MTL DH S S P S 2S/2L
217 Second Floor MTL DH S S P S 2S/2L
218 Second Floor MTL DH S S P S 2S/2L
219 Second Floor MTL DH S S P S 2S/2L
220 Second Floor MTL DH S S P S 2S/2L
221 Second Floor MTL DH S S P S 2S/2L
222 Second Floor MTL DH S S P S 2S/2L
223 Second Floor MTL DH S S P S 2S/2L
224 Second Floor MTL DH S S P S 2S/2L
225 Second Floor MTL DH S S P S 2S/2L

NORTH BUILDING_EXISTING WINDOW INVENTORY - WEST ELEVATION

ID LOCATION FINISH DIM. (inches) T.O. SILL TYPE CONDITION REMARKS CONFIGURATION

Infill panel with A/C

TYPE:

FA 	 Fixed with Awning
DH 	 Double Hung
SH        Single Hung
SL	 Sliding
F	 Fixed
L	 Louvered
P	 Pivot
FP	 Fixed with Pivot
FH	 Fixed with Hopper
FHA	 Fixed with Hopper and Awning
D	 Door

WD	 Wood
MTL	 Meta

WINDOW CONDITIONS:

R	 Rust
PP	 Paint peeling
BB	 Ballast broken
WG	 Wire glass
O	 Opaque
M	 Missing
OP	 Out of plane
G	 Good Condition
S	 Satisfactory Condition
P	 Poor Confition

#S	 Sashes
#L	 Lites
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220 218 219

213 217214

221 
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222 
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K J I    H    
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NORTH ELEVATION - EXISTING
NOT TO SCALE

NORTH BUILDING

228 227 226

212 211 210

EXISTING WINDOW KEY

Non-original windows/doors 1980s

Original windows/doors 1942

Original windows/doors 1946 

Original windows/doors 1955 
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W H FRAME SASH PUTTY GLAZING
210 First Floor MTL FH S S P S 2S/2L
211 First Floor MTL FH S S P S 2S/2L
212 First Floor MTL FH S S P S 2S/2L
226 Second Floor  MTL FHA P P P S 3S/9L
227 Second Floor MTL FHA P P P S 3S/9L
228 Second Floor MTL FHA P P P S 3S/9L

`

CONFIGURATION

Infill panel with A/C

NORTH BUILDING_EXISTING WINDOW INVENTORY - NORTH ELEVATION

ID LOCATION FINISH DIM. (inches) T.O. SILL TYPE CONDITION REMARKS

TYPE:

FA 	 Fixed with Awning
DH 	 Double Hung
SH        Single Hung
S	 Slider
F	 Fixed
L	 Louvered
P	 Pivot
FP	 Fixed with Pivot
FH	 Fixed with Hopper
FHA	 Fixed with Hopper and Awning
D	 Door

WD	 Wood
MTL	 Metal

WINDOW CONDITIONS:

R	 Rust
PP	 Paint peeling
BB	 Ballast broken
WG	 Wire glass
O	 Opaque
M	 Missing
OP	 Out of plane
B	 Broken
G	 Good Condition
S	 Satisfactory Condition
P	  Poor Confition

#S	 Sashes
#L	 Lites
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210 211

228

212

226 227
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WEST ELEVATION - EXISTING
NOT TO SCALE

NORTH BUILDING

246 245 244 243
242 238

230 229232 231
241 240 239 237 233236 235 234

EXISTING WINDOW KEY

Non-original windows/doors 1980s

Original windows/doors 1942

Original windows/doors 1946 

Original windows/doors 1955 

L M
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W H FRAME SASH PUTTY GLAZING
229 Second Floor MTL FHA P, R P, R, PP P S 3S/9L
230 Second Floor MTL FHA P, R P, R, PP P S 3S/9L
231 Second Floor MTL FHA P, R P, R, PP P S 3S/9L
232 Second Floor MTL FHA P, R P, R, PP P S 3S/9L
233 Second Floor MTL FHA P, R P, R, PP P S, WG, T 3S/9L
234 Second Floor MTL FHA P, R P, R, PP P S 3S/9L
235 Second Floor MTL FHA P, R P, R, PP P S 3S/9L
236 Second Floor MTL FHA P, R P, R, PP P S 3S/9L
237 Second Floor MTL FHA P, R P, R, PP P S 3S/9L
238 Second Floor MTL FHA P, R P, R, PP P S 3S/9L
239 Second Floor MTL FHA P, R P, R, PP P S 3S/9L
240 Second Floor MTL FHA P, R P, R, PP P S 3S/9L
241 Second Floor MTL FHA P, R P, R, PP P S 3S/9L
242 Second Floor MTL FHA P, R P, R, PP P S 3S/9L
243 Second Floor MTL FHA P, R P, R, PP P S 3S/9L
244 Second Floor MTL FHA P, R P, R, PP P S 3S/9L
245 Second Floor MTL FP P, R P, R, PP P S, WG 3S/9L
246 Second Floor MTL FP P, R P, R, PP P S, WG 3S/9L

 

Infill panel with A/C

CONFIGURATION

NORTH BUILDING_EXISTING WINDOW INVENTORY - EAST ELEVATION

ID LOCATION FINISH DIM. (inches) T.O. SILL TYPE CONDITION REMARKS

TYPE:

FA 	 Fixed with Awning
DH 	 Double Hung
SH        Single Hung
S	 Slider
F	 Fixed
L	 Louvered
P	 Pivot
FP	 Fixed with Pivot
FH	 Fixed with Hopper
FHA	 Fixed with Hopper and Awning
D	 Door

WD	 Wood
MTL	 Metal

WINDOW CONDITIONS:

R	 Rust
PP	 Paint peeling
BB	 Ballast broken
WG	 Wire glass
O	 Opaque
M	 Missing
OP	 Out of plane
B	 Broken
G	 Good Condition
S	 Satisfactory Condition
P	  Poor Confition

#S	 Sashes
#L	 Lites
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